AMENDMENT 



In The Claims 

1-4. (Canceled) 

5. (New) A method of forming a polymeric glove including a rolled cuff, 
comprising the steps of: 

dipping a portion of a glove form into a bath to form a polymeric layer covering the 
dipped portion of the glove form; 

withdrawing the glove form and the polymeric layer from the bath; 
curing the polymeric layer to form the polymeric glove; 
applying an adhesive band at a cuff end of the polymeric glove; and 
forming the rolled cuff on the cuff end of the polymeric glove. 

6. (New) The method of claim 5, wherein the bath contains an uncured polymer and 
a polymer solvent. 

7. (New) The method of claim 6, wherein the adhesive band contains the uncured 
polymer and the solvent, as contained by the bath. 

8. (New) The method of claim 5, wherein the adhesive band and rolled cuff are 
applied as the glove form carrying the polymeric glove is rotated. 
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9. (New) The method of claim 8, wherein the glove form is rotated about a 
longitudinal axis via one or more longitudinally moving rollers rotating about a transverse axis. 

10. (New) The method of claim 8, wherein the glove form is rotated about a 
longitudinal axis via one or more longitudinally moving brushes rotating about a transverse axis. 

11. (New) The method of claim 5, wherein the adhesive band is applied by an 
automatic spraying process as the glove form is rotated. 

12. (New) The method of claim 5, wherein the adhesive band is applied by a manual 
brushing process as the glove form is rotated. 

14. (New) A method of forming a polyurethane glove including a rolled cuff, 
comprising the steps of: 

dipping a portion of a glove form into a bath to form a polyurethane layer covering the 
dipped portion of the glove form; 

withdrawing the glove form and the polyurethane layer from the bath; 
curing the polyurethane layer to form the polyurethane glove; 
applying an adhesive band at a cuff end of the polyurethane glove; and 
forming the rolled cuff on the cuff end of the polyurethane glove. 

15. (New) The method of claim 14, wherein the bath contains an uncured polymer 
and a polymer solvent. 
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16. (New) The method of claim 15 5 wherein the adhesive band contains the uncured 
polymer and the solvent, as contained by the bath. 



17. (New) The method of claim 14, wherein the adhesive band and rolled cuff are 
applied as the glove form carrying the polyurethane glove is rotated. 

18. (New) The method of claim 17, wherein the glove form is rotated about a 
longitudinal axis via one or more longitudinally moving rollers rotating about a transverse axis. 

19. (New) The method of claim 17, wherein the glove form is rotated about a 
longitudinal axis via one or more longitudinally moving brushes rotating about a transverse axis. 

20. (New) The method of claim 14, wherein the adhesive band is applied by an 
automatic spraying process as the glove form is rotated. 

21. (New) The method of claim 14, wherein the adhesive band is applied by a manual 
brushing process as the glove form is rotated. 

22. (New) A method of forming a polymeric glove including a rolled cuff, 
comprising the steps of: 

dipping a portion of a glove form into a bath to form a polymeric layer covering the 
dipped portion of the glove form; 
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withdrawing the glove form and the polymeric layer from the bath; 
curing the polymeric layer to form the polymeric glove; 
applying an adhesive band at a cuff end of the polymeric glove; and 
forming the rolled cuff on the cuff end of the polymeric glove. 

23. (New) The method of claim 22, wherein the glove comprises a polymeric 
material. 

24. (New) The method of claim 22, wherein the glove comprises a polyurethane 
material. 



5 



